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57 ABSTRACT

A touch event processing method and a portable device
implementing the same is provided for protecting a touch
event occurring on a touch screen from hacking. Touch coor-
dinates from a touch panel are first provided to the first oper-
ating system. It is then determined whether a function corre-
sponding to the touch coordinates is to execute a security
application. If so, a touch event processing right handover
message is transmitted from the first operating system to the
second, to hand over a right of processing a touch event that
occurs on the touch panel to the second operating system.

18 Claims, 8 Drawing Sheets

200

b
FIRST SECURITY) OTHER
pall APPLICATION APPLICATIONS I

FIRST 08
220

CONNECTOR
FIRST TYPE
0S PROGRAM

o ACCESS

DRIVER

280
232

FIRST DRIVER SET

N N )

i _[ff

SECOND SEGURITY
APPLCATION 0

SECOND OPERATING SYSTEM

I~ 20

2D TYPE
0 PROGRAM

SECOND DRIVER SET |~ —J260

fouc Pang]
DRIVER W o

1t

(

140d 120d 150d 111d

1612 ,4 20
8 3

Annlication

1811 processor

J"a

167

110
RADID 120
[COMMUNICATION UNIT| 150
|11




U.S. Patent Apr. 12,2016 Sheet 1 of 8 US 9,310,926 B2
FIG. 1
100
z RADIO COMMUNICATION UNIT }~_12g
110
L
TOUCH SCREEN
TOUCH SCREEN GONTROL UNIT 160
TOUCH PANEL ~ 112
roucHic 113
AP 161
DISPLAY PANEL |- 111
MAIN MEMORY 1162 150
120
U AUDIO PROCESSING UNIT
KEY INPUT UNIT ~ ZB
71NN
SPK MIC
SECONDARY MEMORY  |~_130




US 9,310,926 B2

Sheet 2 of 8

Apr. 12,2016

U.S. Patent

L : 191
0S| {Lmn NoLLYIINNWINDD , §
021 0InvY 7
0w |
10S$320.d |
o N e 30V443IN1 921 ooy {9
)
~ C
082 e1gl DILL POG POZ) POWL
/ / / £
19| ] t3NE0 2l m_,_ﬁ‘,ﬁ_m_uﬁ_:e(\éw 1621 43D 921 (i i Honod e
00z [~ 135 13140 ONOD3S 135 HINHD 1S4 P
WY4O04d SO = [ g0y
S, 122
g P et =L WvH00sd S0 (|
= 34AL 1SHI4
L 2221 40193NN0D
1[14 ™0z
WALSAS INILYH3AO ONOJ3S S0 1SHH |
NOILYOITddY 0Lz _
072 SNOLLY)IadY NOLLYOIddY 012
|| o s HIHLO s dat—" |
)
{
gm;\ 22
¢ "Hid



US 9,310,926 B2

Sheet 3 of 8

Apr. 12,2016

U.S. Patent

e ONYIWOD NDILISINDDY
SIUYNICHO0D HONOL | 0lg
(ONY LdNHHILNI F0VSSIN HINOONYH - 608
LHOIY INISSI004d ONYWWOD JINYHD LHOI ONISSID0Hd
80€ -1 30WHI ALIINDIS AVTdSIO
A
10e—~] NOILYTddv
ALIBNIS 1SHI 31ND3X3
A
ol SALYNITHO0D HONOL
1S3ND34 SILYNITHO0D HINOL j
g8 | _
il LdnyHaINI 3
e LdnyaINI
| NHOW TYNELNI NI 3H0LS
208
eI
HonoL ' HINOL
/(\/
108
138 H3AM0 138 HIAH0
oG0S S0 ONOD3S 50 1SHH fror di N3IHISHINOL
— — P Ve — —
092 052 0%2 0€Z 191 0l
& "OId



U.S. Patent

~—410

~—420

Apr. 12,2016 Sheet 4 of 8
FIG. 4
- =i B 01:04
1 9 ABC || 3 DEF
A GH |5 KL || 6 Mo
7 PORS || 8 TUV || 9 wxvz
* s |0+ ||#
A | ® |

US 9,310,926 B2



U.S. Patent Apr. 12,2016 Sheet 5 of 8 US 9,310,926 B2

FIG. 5

( START )

RECEIVE INTERRUPT FROM AP
THROUGH SECOND DRIVER SET ~-510

Y
COMMAND SEGOND DRIVER TO
ACQUIRE TOUCH COORDINATES 920

y
RECEIVE TOUCH COORDINATES FROM
TOUCH IC THROUGH SECOND DRIVER SET  [~-930

060
Y

TRANSMIT TOUCH EVENT PROCESSING RIGHT
HANDOVER MESSAGE TO FIRST 0S

PERFORM FUNCTION CORRESPONDING
TO TOUCH COORDINATES 530




U.S. Patent

Apr. 12,2016

Sheet 6 of 8

FIG. 6

US 9,310,926 B2

o de= i B 01:04
Telecom 012/09/12] £
A [ Auto
Ongoing 610
¢ Connected as a media device
Mobile security policies ~- 620
Notifications | Clear |
Screenshot captured [d
7 PORS | 8 TUV || 9 wxvz
* ss |0+ |#




U.S. Patent Apr. 12,2016 Sheet 7 of 8 US 9,310,926 B2

FIG. 7
( smmr )
Y
DETECT EXTERNAL EVENT 710

730
L

PROCESS TOUCH EVENT )

FIRST 0S HAVE
TOUCH EVENT PROCESSING RIGHT?

730
P,

FOREGROUND APP.
= FIRST SECURITY APP.2

VES MAINTAIN CURRENT STATE

TRANSMIT PROCESSING RIGHT WITHDRAWAL
REQUEST MESSAGE TO SECOND 08 760

Y

RECEIVE PROCESSING RIGHT HANDOVER
MESSAGE TO SECOND 08 710

Y

PROCESS TOUCH EVENT ~— 780

END



U.S. Patent Apr. 12,2016 Sheet 8 of 8

FIG. 8

C START )

Y

FIRST SECURITY APP. EXECUTION END2

SECOND 0S HAVE
TOUCH EVENT PROCESSING
RIGHT?

YES
Y

TRANSMIT PROCESSING RIGHT WITHDRAWAL
REQUEST MESSAGE TO SECOND 0S

US 9,310,926 B2

810

NO

~—830

Y

RECEIVE PROCESSING RIGHT HANDOVER
MESSAGE FROM SECOND 0S

~—840

—
i}

Y

C END )




US 9,310,926 B2

1
TOUCH EVENT PROCESSING METHODS
AND APPARATUS FOR PORTABLE DEVICE
WITH MULTIPLE OPERATING SYSTEMS

CLAIM OF PRIORITY

This application claims priority under 35 U.S.C. 119(a) to
applications filed in the Korean Intellectual Property Office
on Jan. 8, 2013 and Feb. 26, 2013, and assigned Serial Nos.
10-2013-0001894, and 10-2013-0020214, respectively, the
contents of which are incorporated herein by reference.

BACKGROUND

1. Technical Field

The present disclosure relates to portable electronic
devices, and more particularly, to a touch event processing
method in a portable device for preventing hacking of a touch
event that occurs on a touch screen of the portable device.

2. Description of the Related Art

With the popularity of Internet access, recent portable
devices (mobile terminals) such as smart phones and tablets
equipped with a radio communication module are being used
for exchanging sensitive information with a web server
through the Internet. Particularly, electronic settlement and
Internet banking information are now commonly exchanged
via mobile terminals. For example, in order to complete the
purchase of a product at an online shopping mall using a
mobile terminal, the user sends security information (e.g.
account number, credit card number, and password) to a web
server through the electronic settlement procedure. For a
mobile terminal equipped with a touchscreen, the security
information may be entered through the touchscreen. For this
purpose, the terminal displays a keypad on the screen to
receive the security information from the user. If the security
information is leaked and used by others illegally, this may
cause significant property damage.

Meanwhile, Multi-Operating System (OS) is a technology
used in the server environment. Recently, this technology has
been adopted in the mobile environment for providing secu-
rity. The conventional multi-Operating System includes a
host (main or normal) OS and at least one guest (sub) OS
dependent on the host OS and responsible for security. In this
host-guest relationship, the guest OS receives the security
information from the host OS and thereafter processes the
security information. However, if a hacking program is
installed in the mobile terminal and runs on the host OS, the
touch event generated on the touchscreen may be hacked in
the process of being transferred to the guest OS. That is, the
conventional multi-OS mobile terminal is vulnerable to the
leakage of sensitive touch event information through hacking
of the host OS.

SUMMARY

Embodiments disclosed herein address the touch event
hacking problem caused by the vulnerability of the host OS in
a portable device utilizing multi-OS technology. Disclosed
embodiments aim to provide a method for protecting touch
events from the hacking attack and a portable device imple-
menting the same in such a way of'allowing the OSs to control
the touch panel independently.

In an exemplary touch event processing method in a por-
table device having multiple operating systems, touch coor-
dinates from a touch panel are first provided to a first (e.g.,
main) operating system. It is then determined whether a func-
tion corresponding to the touch coordinates is to execute a
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security application. If so, a touch event processing right
handover message is transmitted from the first operating sys-
tem to a second operating system, to hand over a right of
processing a touch event that occurs on the touch panel to the
second operating system.

In accordance with another aspect, a touch event process-
ing method of a portable device having first and second oper-
ating systems includes receiving, at the second operating
system, touch coordinates from a touch panel; determining
whether the touch coordinates are the coordinates in a secu-
rity image displayed on a screen; and transmitting, when the
touch coordinates are not the coordinates in the security
image, a touch event processing right handover message for
handover of a right of processing a touch event that occurs on
the touch panel to the first operating system.

In accordance with another aspect, a touch event process-
ing method of a portable device having multiple operating
systems includes receiving an interrupt from a touch panel;
determining an operating system having a right of processing
a touch event among the multiple operating systems; trans-
mitting the interrupt to the operating system having the right
of processing the touch event; and transmitting the touch
coordinates to the operating system to which the interrupt was
transmitted, in response to a touch coordinates request mes-
sage received from that operating system.

In accordance with an aspect, a portable device includes a
touchscreen having a display panel and a touch panel; a
memory for storing a security application and a first and
second operating systems; and a Central Processing Unit
(CPU) which accesses the memory to execute the first and
second operating systems The first operating system receives
touch coordinates from a touch panel, and transmits, when a
function corresponding to the touch coordinates is to execute
a security application, a touch event processing right han-
dover message for handover of a right of processing a touch
event on the touch panel to the second operating system.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1is ablock diagram illustrating a configuration of the
portable device according to an embodiment of the present
invention;

FIG. 2 is a block diagram illustrating a hierarchical struc-
ture of the portable device according to an embodiment of the
present invention;

FIG. 3 is a signal flow diagram illustrating a touch event
processing method according to an embodiment of the
present invention;

FIG. 4 is a diagram illustrating an exemplary screen dis-
play for explaining the touch event processing method of F1G.
3;

FIG. 5 is a block diagram illustrating the touch event pro-
cessing method according to an embodiment of the present
invention;

FIG. 6 is a diagram illustrating an exemplary screen dis-
play for explaining the touch event processing method of F1G.
5;

FIG. 7 is a flowchart illustrating a touch event processing
method according to another embodiment of the present
invention; and

FIG. 8 is a flowchart illustrating a touch event processing
method according to another embodiment of the present
invention.

DETAILED DESCRIPTION

Exemplary embodiments will now be described with ref-
erenceto the accompanying drawings, in which like reference
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numerals indicate like elements or features. In the following
description and claims that follow, the terms and words used
are not limited to the bibliographical meanings, but, are
merely used by the inventor to enable a clear and consistent
understanding of the disclosed technology. Accordingly, it
should be apparent to those skilled in the art that the following
description of exemplary embodiments of the present inven-
tion are provided for illustration purpose only and not for the
purpose of limiting the invention as defined by the appended
claims and their equivalents. In the drawings, certain ele-
ments may be exaggerated or omitted or schematically
depicted for clarity of illustration, and the actual sizes of the
elements are not reflected. Thus, the present invention is not
limited by a relative size or distance in the attached drawings.
Detailed description of well-known functions and structures
incorporated herein may be omitted to avoid obscuring the
subject matter described herein.

In this disclosure, a “portable device” can be any of various
electronic devices such as a handheld device embodied as a
smartphone, a tablet computer, a laptop computer, or a digital
camera. A portable device with a communication function
can also be called a mobile terminal. Embodiments of touch
event processing methods performed within a portable
device, and a portable device for implementing the same are
described hereinafter.

FIG. 1 is a block diagram illustrating a configuration of an
exemplary portable device, 100, according to an embodiment
of the present invention. Portable device

100 includes a display unit embodied as a touchscreen 110,
a key input unit 120, a secondary memory unit 130, a radio
communication unit 140, an audio processing unit 150, a
speaker (SPK), a microphone (MIC), and a control unit 160.

The touchscreen 110 includes a display panel 111 and a
touch panel 112. Display panel 111 displays data on its screen
under the control of the control unit 160. That is, the control
unit 160 processes the data (e.g. decodes and resizes retrieved
data), bufters the processed data in a buffer. Display panel 111
converts the buffered data to analog signals to selectively
drive pixels and thereby form an image according to the data
on the screen. When touchscreen 110 powers on, the display
panel 111 displays a lock image on the screen. If unlock
information is inputted in the state of displaying the lock
image, the control unit 160 unlocks the screen, whereby a
“home screen” is displayed instead of the lock image. The
home screen includes a background image (e.g. photo
selected by the user) and a plurality of icons arranged on the
photo. Here, the icons represent corresponding applications
(“apps”™) and contents (e.g. photo file, video file, recording
file, document, and message). If the user selects one of the
icons representing a sensitive information app, e.g., a banking
application icon, the control unit 190 executes the banking
application and controls the display panel 111 to display the
execution image (e.g. a secure keypad).

The touchscreen 110 displays plural images which may be
presented in a multi-layer structure where a foreground image
appears superposed with a background image, under the con-
trol of the control unit 160. For example, in the banking app,
the display panel 111 displays a first preview image (e.g. the
home image or other background generated while the bank-
ing app is executed) on the screen as a background image. A
second preview image (e.g. the secure keypad) may be dis-
played superposed on the first image. The first preview image
may be displayed as a background image on the entire area of
the screen, and the second preview image may be displayed as
a foreground image on a partial area of the screen. Accord-
ingly, in this case the second preview image is viewable
entirely and the first image is only partially viewable. In
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another implementation, the second image is displayed on the
entire area of the screen. Here, the second image can be
displayed transparently or semi-transparently so that the user
can also see the first preview image entirely (beneath the
second image). In yet another design, the two preview images
can be separated from one another such that each is displayed
on the top most layer (i.e., foreground) of the screen. That is,
the touchscreen 110 is controlled to display the first image on
a first area of the screen and the second image on a different,
second area of the screen without overlap therebetween.

The above discussion involved examples of first and sec-
ond preview images. In addition, the display panel 111 can be
also controlled to continuously display a certain image, e.g.
an Internet banking application execution image, on the top
layer of the screen. That is, while the Internet banking appli-
cation is running, its execution image is displayed on the top
layer of the overall screen image. For example, a web browser
is executed by the user and thus a webpage is displayed on the
screen. At this time, a secure keypad is displayed on a higher
layer than that of the webpage (e.g., secure keypad in fore-
ground, webpage in background). Note that if the “always on
top” function is turned off, the images can be on the fore-
ground and background selectively.

Referring momentarily to FIG. 4, an example of a first
image displayable by the display panel 111 is an indicator
region image 410, which includes indicators for residual bat-
tery capacity, current time, etc. The first image is displayed on
the above-noted first area. A second image 420, e.g. a secure
keypad, is displayed on the second area without overlapping
the first image.

The display panel 111 may be implemented e.g. as Liquid
Crystal Display (LLCD), Organic Light Emitted Diode
(OLED), Active Matrix Organic Light Emitted Diode
(AMOLED), or flexible display.

The touch panel 112 is mounted on the surface of the
display panel 111. More specifically, the touch panel 112 can
be placed on the surface of the display panel 111 in an add-on
type or inserted into the display unit 110 in an on-cell or
in-cell type.

The touch panel 112 generates an analog input signal (rep-
resenting a touch event) in response to a user’s gesture made
on the touch panel 112. (Herein, “gesture” can refer to either
a single point touch, or multi-point touch, or a drag from the
initial touch point or points.) The touch IC (Integrated Cir-
cuit) 113 of the touch panel 112 performs Analog/Digital
(A/D) conversion on the analog signal to generate a digital
signal to the control unit 160. Here, the input signal includes
the touch coordinates (x, y). For example, the touch IC 113
determines representative coordinates among plural touch
coordinates and transfers the representative touch coordi-
nates to the control unit 160. This control for this operation
may be performed by the control unit 160. The touch coordi-
nates may be pixel coordinates. For example, if the screen
resolution is 640 (number of pixels in horizontal direction)
*480 (number of pixels in vertical direction), the X axis
coordinate can range from (0 to 640) and the Y axis coordi-
nates range from (0 to 480). If the touch coordinates are
received from the touch IC 113 the control unit 160 deter-
mines that a touch gesture has been made on the touch panel
112 with a touch implement (e.g. finger or pen) and, if the
touch coordinates are received no longer, the touch has been
released. If the coordinates are changed, e.g. from (x0, y0) to
(x1, y1), and the displacement (e.g., D(D*=(x0-x1)*+(y0-
y1)?) is greater than a movement threshold (e.g. 1 millimeter),
the control unit 160 determines that the touch has moved. If
touch movement is detected, the control unit 160 calculates
the touch displacement (dx, dy) and movement speed of the
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touch. The control unit 160 can differentiate among user’s
touch gestures of single touch, multi-touch, tap, double tap,
long tap, tap & touch, drag, flick, press, pinch in, and pinch
out, based on the touch coordinates, touch release, touch
movement, touch displacement, touch speed, etc.

The touch panel 112 can be an integrated touch panel
including a hand touch panel for detecting a hand gesture and
a pen touch panel for detecting a pen gesture. Here, the hand
touch panel is preferably implemented as a capacitive type;
however, other types are possible, e.g., resistive, infrared, or
microwave types. The hand touch panel is capable of detect-
ing the touch event made by means of an object (e.g. a con-
ductive material object capable of influencing capacitance in
a circuit) as well as that of a user’s hand. The pen touch panel
can be implemented as an electromagnetic induction type. In
this case, the pen touch panel detects the touch event made by
means of a stylus pen manufactured to form a magnetic field.

The key inputunit 120 includes a plurality of alphanumeric
keys (virtual and/or physical) for inputting alphanumeric
information and function keys for configuring and setting
various functions. These keys may include a menu key, a
screen on/off key, a power on/off key, a volume control key,
etc. The key input unit 120 is capable of generating a key
event signal related to the user setting and function control of
the portable device 100 to the control unit 160. The key event
is capable of a power on/off event, a volume control event, a
screen on/off event, a shutter event, etc. The control unit 160
is capable of controlling the components in response to the
key event. The physical keys, if provided, of the key input unit
120 are referred to as hard keys while the virtual keys dis-
played by the display panel 111 are referred to as soft keys.

The secondary memory unit 130 may be implemented with
at least one of a disk, Random Access Memory (RAM), Read
Only Memory (ROM), and flash memory. The secondary
memory unit 130 stores the data generated in the portable
device 100 and received from external devices (e.g. server,
desktop PC, and tablet PC) through the radio communication
unit 140 under the control of the control unit 160.

The secondary memory unit 130 stores a booting program,
Operating Systems (OSs), an OS monitor and other applica-
tion programs. When portable device 100 powers on, the
booting program is loaded on the main memory unit of the
control unit 160. The booting program loads one of the OSs
on the memory. The OS provides the interface between the
hardware and applications and among the applications, and
the AP 161 manages the hardware components such as main
memory unit 162 and secondary memory unit 130.

According to an embodiment of the present invention, the
secondary memory unit 130 stores at least two Oss (first and
second type OS programs). One of the OSs works as a main
OS, and another one works as a sub-OS. According to an
embodiment of the present invention, one of Android, Win-
dows, and 1OS may be used as the main OS. For example,
“MobiCore” (a product of the Giesecke & Devrient (G&D)
company) may be used as the sub-OS. Mobicore is a security-
enabled OS for secure Internet banking and electronic settle-
ment with a mobile terminal. The OS monitor works as an
interface between OSs. For example, “TrustZone” technol-
ogy of Advance RISC Machines (ARM) Ltd. may be adopted
as the OS monitor in some embodiments.

The secondary memory unit 130 also stores the size and
display area information on an image (e.g. secure keypad,
motion image, or message) to be displayed. Assuming that the
screen consists of pixels, the size information is expressed as
x*y. x denotes the x” pixel on the x axis, and y denotes the y*
pixel on the y axis. The display area information can be
expressed in four corners coordinates, i.e. (x1, yl), (x2, y1),
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(x2,y1), and (x2,y2) for an image size of (x2-x1) by (y2-y1).
The display area information may alternatively be expressed
as a single coordinate (e.g., a central point of a window, where
the window size is predetermined).

The radio communication unit 140 is responsible for voice,
video, and data communication with another terminal
through a network under the control of the control unit 160.
The radio communication unit 140 includes an RF transmitter
for frequency up-converting and amplifying the signal to be
transmitted and an RF receiver for low noise amplifying and
down converting the received signal. The radio communica-
tion unit 140 includes at least one of a cellular communication
module (e.g. 374, 3.5”, and 4™ Generation mobile communi-
cation modules), a digital broadcast module (e.g. DMB mod-
ule), and a short range communication module (e.g. Wi-Fi
module, Bluetooth module, and Near Field Communication
(NFC) module).

The audio processing unit 150 performs speech recogni-
tion, voice recording, and audio signal (e.g. voice) input and
output for digital recording and call processing in cooperation
with a speaker (SPK) and a microphone (MIC). The audio
processing unit 150 converts the analog audio signal input
through the microphone (MIC) to the digital audio signal and
sends the digital audio signal to the control unit 160. The
speaker (SPK) converts the audio signal from the audio pro-
cessing unit 150 to an audible sound wave. The microphone
(MIC) converts the sound wave of a human voice or other
input sound to the audio signal.

The control unit 160 controls overall operations of the
portable device 100, signal flows among the components of
portable device 100, and power supply to the components,
and processes data. Particularly, touch coordinates are
received from the touchscreen 110, and control unit 160
determines the OS to process the touch coordinates. For
example, when an internet banking application is executed
with a security image (e.g. secure keypad), the sub-OS has the
right of processing the touch event (i.e., the sub-OS may
directly receive the touch coordinates). If the touch coordi-
nates are those of anon-security image (e.g. a touch on an
indicator region), the main OS has the right of processing the
touch event. If the security image disappears, the touch event
processing right is handed over to the main OS. The touch
event processing procedure is described in more detail later.

The control unit 160 controls the display screen of the
portable device based on the size information and the display
area information on the images stored in the second memory
unit 130. For example, if a touch event requesting the display
of'a secure keypad occurs, the control unit 160 reads the size
information and display area information corresponding to
the secure keypad from the secondary memory unit 130 and
controls the touchscreen 110 to display the secure keypad at
the corresponding display area based on the read information.
The secure keypad may be displayed on the entire or partial
area of the screen.

The control unit 160 includes an Application Processor
(AP) 161 that comprises one or more Central Processing
Units (CPUs). The CPU is the main control unit of a comput-
ing system for performing operations and comparison on data
and interpreting and executing commands. The CPU incudes
plural registers storing data and commands temporarily. The
controlunit 160 may include one or more Graphic Processing
Units (GPUs). The GPU is the graphic control unit for per-
forming operation and comparison on the graphic data and
interpreting and executing commands related to the graphic
data. Each of the CPU and GPU can be manufactured as a
package of two or more independent cores (e.g. quad-core).
The CPU and GPU may be integrated in the form of System
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on Chip (SoC). The CPU and GPU also may be multilayer-
packaged. Note that the structure of the CPU and GPU can be
referred to as the AP 161.

The control unit 160 includes a main memory unit 162, e.g.
Random Access Memory (RAM). The main memory unit 162
stores various programs loaded from the secondary memory
unit 130 such as a booting program, Operating System (OS),
and applications. That is, each of the CPUs and GPUs of the
control unit 160 accesses a program to interpret program
commands and executes a function according to the interpre-
tation result. The main memory 162 includes a cache memory
for storing data to be written to the secondary memory unit
130 and read from the secondary memory unit 130 tempo-
rarily.

The portable device 100 may further include various com-
ponents that are not depicted in the drawing such as a camera,
an acceleration sensor, a Global Positioning System (GPS)
module, a vibration motor, an ear jack, and other accessories.
Here, the accessories may be detachable parts of the portable
device 100 such as a pen for use in making touch gestures.

FIG. 2 is a block diagram illustrating a hierarchical pro-
cessing structure of the portable device according to an
embodiment of the present invention. The hierarchical struc-
ture is arranged schematically as a higher level portion 290
and a lower level portion 280. The higher level 290 includes
afirst security application 210, a first OS 220, a first driver set
230, a second security application 240, a second OS 250, a
second driver set 260, and an OS monitor 270 (e.g., a “Trust-
Zone” monitor mentioned earlier). Each of these elements
can be software modules loaded from the secondary memory
unit 130 to the main memory 162 during device operation.

In the hierarchical structure, the driver sets 230 and 260
enable operations of the hardware (e.g., the touch screen 110,
the radio communication unit 140, the key input unit 120, and
the audio processing unit 150). Driver set 230 includes an
Inter-integrated circuit (I12C) driver 231 and a touch panel
driver 232. Second driver set 260 similarly includes a touch
panel driver 262 and an 12C driver 261. The first driver set 230
further includes other peripheral device drivers (e.g. radio
communication unit driver 140d, a key input unit driver 1204,
an audio processing unit driver 1504, and display panel driver
111d). The second driver set 260 includes equivalent device
drivers (not shown) to the other peripheral device drivers
111d,120d, 1404, 150d. The peripheral device drivers receive
commands from the serving OS and control the input and
output of the corresponding peripheral device. (In FIG. 2,
multi-connection path 167 illustrates that AP 161 is opera-
tively coupled to each of the radio communication unit 140,
key input unit 120, audio processing unit 150 and display
panel 111.) The 12C driver 231 (261) controls the input and
output of the 12C interface 161a of the AP 161. The 12C
interface 161a transfers the interrupt and touch coordinates
received from the touch IC 113 to the driver set of the OS
having the touch event processing right. If the OS having the
touch event processing right requests the touch coordinates,
the 12C interface 1614 reads the touch coordinates from the
internal memory of the touch IC 113 and transfers the touch
coordinates to the driver set of the OS having the processing
right.

The OSs 220 and 250 exist hierarchically above the respec-
tive drive sets 230 and 260 and the OS monitor 270 is inter-
posed between the OSs 220 and 250. The first OS 220 is the
main OS of the portable device 100 and includes a first type
OS program 221 (e.g., “Android”). The first OS 220 also
includes a connector 222 and an access driver 223 for provid-
ing an interface with the second OS 250 via the OS Monitor
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8
270. The second OS 250 is the sub-OS and includes a second
type OS program 251 (e.g. “MobiCore”).

The processing environment further includes the first and
second security applications 210 and 240 above the Oss 220
and 250. Here, the first security application 210 is responsible
for presenting the security image. For example, if the first OS
220 has the right of processing the current touch event and if
the user selects an icon representing the first security appli-
cation 210, the first OS 220 receives an interrupt from the 12C
interface 1614 through the first driver set 230. In response, the
first OS 220 sends the 12C interface 161a of the AP 161 a
touch coordinate request message. When the touch coordi-
nates are received from the 12C interface 1614, the first OS
220 checks the function corresponding to the coordinates. If
the checked function is to execute the first security applica-
tion 210, the first OS 220 loads the first security application
210 onto the main memory unit 162. The loaded first security
application commands the first OS 220 to display the security
image. In response, the first OS 220 commands the AP 161 to
display the security image.

Once the security image is displayed, the second security
application 240 is responsible for processing input touch
coordinates of a touch event on the security image. With the
security image displayed, the second OS 250 has the right of
processing a current touch event. That is, in contrast to con-
ventional techniques, instead of the second OS 250 receiving
touch coordinates through the first OS 220, the touch coordi-
nates bypass the first OS 220, i.e., they are directly transferred
from the AP 161 to the second OS 250. Accordingly, if an
interrupt is received from the 12C interface 161a through the
second driver set 260, the second OS 250 responds by sending
the I12C interface 161a a touch coordinate request message.
When the touch coordinates are received from the 12C inter-
face 1614, the second OS 250 determines whether the touch
coordinates match the security image coordinates. If so, the
second OS 250 sends the touch coordinates to the second
security application 240. The second security application 240
encrypts a character (e.g. a number) corresponding to the
touch coordinates and commands the second OS 250 to trans-
mit the encrypted information to a secure entity associated
with the application, such as an Internet banking server. In an
embodiment where the second driver set 260 does not include
a radio communication driver 140d, the second OS 250
responds by sending the encrypted information to the first OS
220 through the OS monitor 270. Then the first OS controls
the AP 161 to transmit the encrypted information to the Inter-
net banking server. Alternatively, if the second driver set 260
is embodied with a radio communication driver 140d, the
second OS 250 commands the AP 161 to transmit the
encrypted information to the Internet banking server directly.
The AP 161 controls the radio communication unit 140 to
transmit the encrypted information to the Internet banking
server.

Besides the first security application 210, other applica-
tions 212 exist above the first OS 220 in the upper level 290.
The other applications 212 are classified into embedded
applications and 3"“ party applications. For example, the
embedded applications include web browser, email applica-
tion, and instant messenger application. Likewise, other
applications (not shown) may exist above the second OS 250,
as well as the second security application 240.

FIG. 3 is a signal flow diagram illustrating a touch event
processing method according to an embodiment of the
present invention. FIG. 4 is a diagram illustrating an exem-
plary screen display for explaining the touch event processing
method of FIG. 3.
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Referring to FIGS. 3 and 4, the user makes a touch gesture
on the touchscreen 110 with a touch implement at step 301.
The touch IC 113 then stores the touch coordinates of the
touch gesture in its internal memory at step 302 and generates
an interrupt to the AP 161 in order to notify it of the coordi-
nates at step 303.

An indicator indicating the OS having the right of process-
ing the current touch event may be stored in a register of the
AP 161. That is, the AP 161 checks the indicator of the
register and transmits the interrupt to the OS having the right
of processing the touch event at step 304. For instance, an
indicator set to 0 can be used to indicate the first OS 220, and
an indicator set to 1 indicates the second OS 250. If the
indicator is set to 0, the AP 161 transmits the interrupt to the
first OS 220 having the right of processing the current touch
event. In the example of FIG. 3, the first OS 220 has the
processing right, whereby the interrupt is transferred to the
first OS 220 at step 304 through the first driver set 230.

Next, in response to the interrupt, at step 305 the first OS
220 sends the touch coordinate request message via first
driver set 230 to the touch IC 113 through the 12C interface
161a of AP 161. In response, the touch IC 113 sends the touch
coordinates stored in its internal memory to the first OS 220
through the first driver set 230 at step 306. At this time, the
touch coordinates are the touch coordinates stored first (i.e.,
upon the initial touch of the touch event) in the internal
memory of the touch IC 113. That is, the first driver set 230
reads the touch coordinates stored earliest among the touch
coordinates in the internal memory of the touch IC 113 and
sends the read touch coordinates to the first OS 220. If the first
OS 220 determines that the touch coordinates correspond to
anicon of the first security application, e.g., an Internet bank-
ing application, the first security application is launched at
step 307. If the touch coordinates are not the coordinates of
the first security application icon, the touch coordinates are
processed by the first OS according to a predetermined rule.
In the former case, the first OS 220 executes the first security
application 210 by loading the first security application 210
on the main memory unit 162. When the loading is com-
pleted, the first security application 210 commands the first
OS 220 to display the security image. The first OS 220 then
commands the AP 161 to display the security image at step
308. The AP 161 reads the size and display area information
of the security keypad and controls the display panel 111 to
display the secure keypad on the corresponding display area
based on the read information. In the exemplary case of FIG.
4, the display panel 111 displays the indicator region 410 and
the secure keypad 420 under the control of the AP 161. With
the secure keypad displayed, the first OS 220 commands the
AP 161 to change the processing right at step 309. According
to the command, the AP 161 changes the indicator value from
0 to 1 so that the second OS 220 will directly receive subse-
quent touch coordinates from the AP 161.

After commanding the AP 161 to display the security
image, the first OS 220 commands the second OS 250 to
receive and process the touch event. That is, the first OS 220
sends the second OS 250 a processing right handover mes-
sage. The processing right handover message is transferred to
the second OS 250 through the OS monitor 270. The second
OS 250 commands the second driver set 260 to acquire inter-
rupt and touch coordinates in response to the processing right
handover message.

In the above description, it is assumed that during the time
that prior to the execution of the first security application, i.e.,
while the first OS 220 has the touch coordinates processing
right, the OS 220 determines whether received touch coordi-
nates correspond to the first security app icon. In an alterna-

10

15

20

25

30

35

40

45

50

55

60

65

10

tive implementation, the first driver set 230 can be configured
to make this determination. In this case, if the touch coordi-
nates are the coordinates in the security icon, the first driver
set 230 sends the first OS 220 a notification message indicat-
ing that the touch coordinates are the coordinates in the secu-
rity icon. If the notification message is received, the first OS
220 sends the second OS 250 a touch panel processing right
handover message for the touch panel 112. The processing
right handover message is transferred to the second OS 250
through the OS monitor 270.

In either of the above implementations, when the second
OS directly receives touch coordinates, the transmitted touch
coordinates may be reused or discarded according to the
operation policy of the second OS 250. (Reuse refers to allow-
ing an automatic log-in for convenience of the user.) When the
processing right is handed over by the first OS 220, the second
OS 250 requests the second driver set 260 for the touch
coordinates. In response, the second driver set 260 acquires
the touch coordinates from the touch IC 113 and performs a
function corresponding to the touch coordinates.

FIG. 5 is a block diagram illustrating a touch event pro-
cessing method according to an embodiment of the present
invention. FIG. 6 is a diagram illustrating an exemplary
screen display for explaining the touch event processing
method of FIG. 5.

Referring to FIGS. 5 and 6, initially, the security image is
displayed on the screen, and the second OS 250 has the right
of processing the current touch event and knows the display
area of the security image based on the display area informa-
tion stored in the secondary memory 130. In this state, when
a new touch input is detected, the second OS 250 receives an
interrupt from the AP 161 through the second driver sets 260
atstep 510. This interrupt is to allow the newly detected touch
coordinates to be transmitted to the second OS. The second
OS 250 commands the second driver set 260 to acquire the
touch coordinates in response to the interrupt at step 520. The
second OS 250 receives the touch coordinates from the touch
IC 113 through the second driver set 260 at step 530. The
second OS 250 then determines whether the touch coordi-
nates are the coordinates in the security image at step 540.

If the touch coordinates are the coordinates in the security
image, the second OS 250 performs the function correspond-
ing to the touch coordinates at step 550. That is, the second OS
250 sends the touch coordinates to the second security appli-
cation, where they are processed.

Depending on the application, while the security image
suchas 420 in F1G. 4 is displayed, another region of the screen
such as 410 may be designated to accept non-security type
inputs to command other operations. For instance, the screen
of FIG. 4 may be designed to allow a user to touch region 410
and make a downward drag gesture, as shown in FIG. 6,
thereby revealing sub-menus for settings. Accordingly, in the
method of FIG. 5, if the detected touch coordinates are not the
coordinates in the security image, the second OS sends the
first OS 220 a processing right handover message for the
touch panel 112 at step 560. The processing right handover
message is transferred to the first OS 220 through the OS
monitor 270. At this time, the touch coordinates are the coor-
dinates requiring no security (e.g., coordinates of the indica-
tor region 410) and thus transmitted to the first OS 220 in the
processing right handover message. If the processing right is
handed over by the second OS 250, the first OS 220 com-
mands the first driver set 230 to acquire the touch coordinates.
In response, the first driver set 230 receives the touch coordi-
nates from the touch IC 113 and performs a function corre-
sponding to the touch coordinates (according to commands of
the first OS 220). In the exemplary case of FIG. 6, the first OS
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220 receives the touch coordinates from the touch IC 113
through the first driver set 230. The first OS 220 determines
that the user gesture made on the screen is a ‘drag’ 610 based
on the received touch coordinates and displays an extended
indicator region 620 according to the direction of the drag
610.

FIG. 7 is a flowchart illustrating a touch event processing
method according to another embodiment of the present
invention. Initially, an external event is detected at step 710.
For example, the radio communication unit 140 receives a
telephony request event from another terminal through a
radio network (e.g. via a base station) and transfers the tele-
phony request event to the AP 161. The AP 161 transfers the
telephony request event to the radio communication driver
234 ofthe OS having the right of processing the telephony, i.e.
the first (main) OS 220. The radio communication driver 234
transfers the telephony request event to the first OS 220. In
response, the first OS 220 commands the AP 161 to display an
incoming call notification image. The display panel 111 dis-
plays the incoming call notification image under the control
of'the AP 161. The external event may be the event notifying
of the receipt of any of a Social Network Service (SNS)
message, Short Message Service (SMS) message, and Mul-
timedia Message Service (MMS) message, and an event of
notifying an available update of a third party application. The
external event also may be an event which occurs at an appli-
cation. For example, the external event may be a clock appli-
cation generating an alarm event to the first OS 220 when a
preset alarm time has arrived.

If an external event is detected, the first OS 220 determines
whether it has the right of processing a subsequent touch
event at step 720. For example, the first OS 220 accesses the
memory (e.g. register) in which the indication value is
recorded to check the OS having the right of processing the
current touch event. If it has the right of processing the touch
event, the first OS 220 processes the touch event at step 730.

If'the first OS 220 does not have the right of processing the
touch event (i.e., the first security app 210 was previously
executed which transferred the touch event processing right
to the second OS 250), it determines whether a foreground
image (“foreground application™) is the first security appli-
cation 210 at step 740. That is, the first OS 220 determines
whether any image related to the external event is displayed
on the screen. If no external event-related image is displayed,
the first OS 220 maintains the current state at step 750. This
means that the second OS 250 has the right of processing the
touch event.

If an external event-related image (e.g. incoming call noti-
fication image) is displayed, the first OS 220 sends the second
OS 250 a touch event processing right withdrawal request
message at step 760. Here, the external event-related image
may be displayed on the security image or an area where the
security image is not displayed. The request message is trans-
ferred to the second OS 250 through the OS monitor 270.

Next, the first OS 220 receives the processing right han-
dover message from the second OS 250. Here, the processing
right handover message is transferred to the first OS 220
through the OS monitor 270.

If the processing right handover message is received, the
first OS 220 processes the touch event at step 780.

FIG. 8 is a flowchart illustrating a touch event processing
method according to another embodiment of the present
invention. Initially, the first OS 220 determines whether the
execution of the first security application 210 is terminated at
step S810. If the execution is terminated, this means that the
first security application 210 is unloaded from the main
memory unit 162. If so, the first OS 220 determines whether
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the second OS 250 has the touch event processing right at step
820. If yes, the first OS 220 sends the second OS 250 a
processing right withdrawal message at step 830. Here, the
request message is transferred to the second OS 250 through
the OS monitor 270. Next, the first OS 220 receives the
processing right handover message from the second OS 250
at step 840. Here, the processing right handover message is
transferred to the first OS 220 through the OS monitor 270.
The first OS 220 then commands the first driver set 230 to
acquire an interrupt and touch coordinates in response to the
processing right handover message.

The above-described touch event processing methods
according to embodiments of the present invention can be
implemented through computer-executable program com-
mands which are stored in a non-transitory computer-read-
able storage medium. The computer readable storage medium
may store the program commands, data files, and data struc-
tures in individual or combined forms. The program com-
mands recorded in the storage medium may be designed and
implemented for various exemplary embodiments of the
present invention or used by those skilled in the computer
software field. The computer-readable storage medium
includes magnetic media such as a floppy disk and a magnetic
tape, optical media including a Compact Disc (CD) ROM and
a Digital Video Disc (DVD) ROM, a magneto-optical media
such as a floptical disk, and the hardware device designed for
storing and executing program commands such as ROM,
RAM, and flash memory. The program commands include the
language code executable by computers using an interpreter
as well as the machine language codes created by a compiler.
The aforementioned hardware device can be implemented
with one or more software modules for executing the opera-
tions of the various exemplary embodiments of the present
invention.

The touch event processing method and portable device
implementing the same can be practiced with various modi-
fications without departing from the spirit and scope of the
present invention.

What is claimed is:

1. A touch event processing method of a portable device
having a first operating system and a second operating sys-
tem, the method comprising:

receiving, by the first operating system, touch coordinates

from a touch panel; and

if a function corresponding to the touch coordinates is to

execute a security application, transmitting a touch event
processing right handover message to the second oper-
ating system, for handover of a right of processing a
touch event on the touch panel to the second operating
system,

wherein the first operating system transmits, when the

security application stops running, a touch event pro-
cessing right withdrawal request message to the second
operating system, and commands, when the touch event
processing right handover message is received from the
second operating system, a CPU to transmit the touch
coordinates.

2. The method of claim 1, further comprising:

determining, when an external event is detected, whether

the second operating system has the touch event process-
ing right;

transmitting, when the second operating system has the

touch event processing right, a touch event processing
right withdrawal request message from the first operat-
ing system to the second operating system; and
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receiving, by the first operating system, another touch
event processing right handover message from the sec-
ond operating system.

3. The method of claim 2, further comprising displaying an
image related to the external event on a screen.

4. The method of claim 3, wherein the image related to the
external event is displayed on one of an image related to the
security application and an area where no security applica-
tion-related image is displayed.

5. The method of claim 1, further comprising:

transmitting, when the security application stops running, a

touch event processing right withdrawal request mes-
sage to the second operating system; and

receiving, by the first operating system, another touch

event processing right handover message from the sec-
ond operating system.

6. A touch event processing method of a portable device
having a first operating system and a second operating sys-
tem, the method comprising:

receiving, at the second operating system, touch coordi-

nates from a touch panel;
determining whether the touch coordinates are coordinates
in a security image displayed on the touch panel; and

transmitting, when the touch coordinates are not the coor-
dinates in the security image, a touch event processing
right handover message for handover of a right of pro-
cessing a touch event on the touch panel to the first
operating system.

7. The method of claim 6, further comprising transmitting,
when the touch coordinates are not the coordinates in the
security image, the touch coordinates to the first operating
system.

8. A touch event processing method of a portable device
having multiple operating systems, the method comprising:

receiving an interrupt from a touch panel;

determining an operating system having a right of process-

ing a touch event among the multiple operating systems;
generating the interrupt to the operating system having the
right of processing the touch event; and

transmitting touch coordinates to the operating system to

which the interrupt was transmitted, in response to a
touch coordinates request message received from the
operating system.

9. The method of claim 8, further comprising:

receiving a processing right change command message

from the operating system to which the touch coordi-
nates were transmitted; and

changing the operating system for processing the touch

event in response to the processing right change com-
mand message.

10. A portable device comprising:

a touchscreen having a display panel and a touch panel;

a memory for storing a security application, a first operat-

ing system, and a second operating system; and

a Central Processing Unit (CPU) which accesses the

memory to execute the first and second operating sys-
tems,

wherein the first operating system receives touch coordi-

nates from the touch panel, and transmits, in response to
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a determination that a function corresponding to the
touch coordinates is to execute a security application, a
touch event processing right handover message for han-
dover of a right of processing a touch event on the touch
panel to the second operating system; and

wherein the first operating system transmits, when the

security application stops running, a touch event pro-
cessing right withdrawal request message to the second
operating system, and commands, when the touch event
processing right handover message is received from the
second operating system, the CPU to transmit the touch
coordinates.

11. The portable device of claim 10, wherein the first oper-
ating system determines, when an external event is detected,
whether the second operating system has the touch event
processing right, transmits, when the second operating sys-
tem has the touch event processing right, a touch event pro-
cessing right withdrawal request message to the second oper-
ating system, and commands, when the touch event
processing right handover message is from the second oper-
ating system, the CPU to transmit the touch coordinates.

12. The portable device of claim 11, wherein an image
related to the external event is displayed on the display panel.

13. The portable device of claim 12, wherein the image
related to the external event is displayed on one of an image
related to the security application and an area on the display
panel where no security application-related image is dis-
played.

14. The portable device of claim 10, wherein an interrupt to
the operating system having the right of processing the touch
event is generated; and the touch coordinates are transmitted
to the operating system to which the interrupt was transmit-
ted, in response to a touch coordinates request message
received from the operating system.

15. The portable device of claim 14, comprising first and
second driver sets, wherein the interrupt is provided to the
first operating system via the first driver set when the first
operating system has the touch event processing right, and the
interrupt is provided to the second operating system via the
second driver set when the second operating system has the
touch event processing right.

16. The portable device of claim 15, wherein each of the firs
and second driver sets includes a radio communication unit
device driver to drive a radio communication unit of the
portable device, the portable device transmitting through the
radio communication unit driven by the radio communication
unit device driver of the second operating system when the
second operating system has the touch event processing right.

17. The portable device of claim 10, further comprising an
operating system monitor, wherein the touch event process-
ing right handover message is provided from the first operat-
ing system to the second operating system via the operating
system monitor.

18. The portable device of claim 10, wherein the first oper-
ating system s a main operating system and the second oper-
ating system is a sub-operating system.
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